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TECHNICAL SPECIFICATIONS

QUARTERLY PREVENTIVE MAINTENANCE FOR FIRE DETECTION
AND ALARM SYSTEM AT SUBIC GYM FOR CY 2026

BACKGROUND AND PROJECT DESCRIPTION

The Subic Gym is a public facility that accommodates a significant number of occupants
for sports, recreational, and official activities. To ensure the safety of life and property,
the facility is equipped with a Fire Detection and Alarm System (FDAS) that provides
early fire detection and timely alerts during emergencies. The continuous and reliable
operation of this system is essential given the nature of activities and the volume of
users within the facility.

Over time, FDAS components are exposed to environmental conditions and operational
wear, which may affect overall system performance if not properly maintained. In
compliance with the Fire Code of the Philippines (RA 9514) and Bureau of Fire Protection
(BFP) standards, the implementation of a One-Year Preventive Maintenance Program is
necessary to ensure system reliability, regulatory compliance, and operational
readiness. This initiative will help prevent system failures, extend equipment lifespan,
and sustain a safe environment at the Subic Gym.

OBJECTIVE

To ensure the continuous, reliable, and compliant operation of the Fire Detection and
Alarm System (FDAS) at the Subic Gym through the implementation of a one-year
preventive maintenance program. Specifically, the project aims to conduct regular
inspection, testing, cleaning, and servicing of all FDAS components to maintain system
integrity, prevent equipment failure, extend system service life, and ensure the safety of
occupants in compliance with the Fire Code of the Philippines (RA 9514).

APPROVED BUDGET FOR THE CONTRACT

The Subic Bay Metropolitan Authority intends to apply the sum of Seven hundred
Seventy Thousand Pesos (Php 770,000.00) inclusive of VAT and other taxes being the
Approved Budget for the Contract (ABC) from Maintenance and Other Operating
expenses (MOOE) of SBMA’s Corporate Budget.

SCHEDULE OF REQUIREMENTS
Conduct of Quarterly Preventive Maintenance for the Fire Detection and Alarm System

at Subic Gym for CY 2026.

SCOPE OF WORKS

V.1 The Service Provider shall provide quarterly preventive maintenance services for the

Fire Detection and Alarm System (FDAS) of the Subic Gym for CY 2026, eq«uivalent to



four {4) maintenance cycles. The maintenance activities shall be conducted on an
alternating basis consisting of:

¢ Two (2) Quarters — Cleaning and Testing
¢ Two (2) Quarters — Visual Inspection and Testing

All works shall be performed in accordance with the Fire Code of the Philippines (RA
9514), applicable Bureau of Fire Protection (BFP) regulations, Electronics Code Book 2,
manufacturer’s recommendations, and accepted industry practices.

SUMMARY OF DEVICES
DEVICE QUANTITY
FIRE ALARM CONTROL PANEL 1 UNIT
BEAM DETECTOR 3 SETS
MANUAL CALL POINT 8 UNITS
HORN STROBE 14 UNITS
SMOKE DETECTOR 49 UNITS

NOTE:

In the event that the project is awarded after the start of the calendar year, the number
of required quarterly PM cycles shall be adjusted on a pro-rata basis, depending on the
remaining quarters of the year at the time of award=For example, if the project is
awardedin June, only two (2) PM cycles shall be conducted, covering the 3rd and 4th
quarters of the year.

Payment shall be made on a per-quarter basis. The cost per quarter shall be computed
by dividing the total Approved Budget for the Contract (ABC) by four (4) quarters. Any
adjustment in the number of PM cycles due to late award shall correspondingly follow
the same per-quarter rate.

QUARTERLY MAINTENANCE ACTIVITIES

V.1.1 Cleaning and Testing Quarters (1st and 3rd Quarters)

During these quarters, the Service Provider shall conduct comprehensive cleaning,
functional testing, and verification of all FDAS components, including but not limited

to the following:

V.1.1A Fire Alarm Control Panel (FACP)

o 04

e Inspect, clean, and secure all modules, circuit boards, and terminal
connections.



s Check and test all switches, indicators, and control functions.

e Clean and tighten terminal lugs of the backup battery station.

« Inspect, clean, and secure terminal lugs and wiring of all field devices.

o Check for overheating, corrosion, loose connections, or abnormal conditions.
e Perform manual activation and functional testing of the control panel.

« Conduct troubleshooting and minor corrective repairs as required.

V.1.1B Backup Batteries

o Clean all backup batteries and battery compartments.

o Check battery voltage, charging voltage, and charging current.

o Inspect battery terminals for corrosion and proper termination.

+ Recommend and replace defective batteries, subject to approval and
contract provisions.

V.1.1C Manual Call Point

o Inspect and clean all terminal lugs and internal components.

o Clean and test lever buttons for proper activation and reset.

« Inspect Manual Call Point/s for cracks, dirt, distortion, or physical damage.
o Perform functional testing and restore devices to normal condition.

V.1.1D Fire Alarm Bells / Horns / Strobes

e Clean all audible and visual alarm devices.

¢ Test alarm bells, horns, and strobes for proper operation.

» Inspect devices for physical damage, corrosion, or loose mounting.
« Conduct alarm activation testing using backup battery operation.

V.1.1E Smoke and Beam Detectors
e Clean all smoke and beam detectors using approved methods.
+ Perform functional testing of detection devices.

o Test signal lines and associated wiring for continuity and integrity.
e Align and calibrate beam detectors as required.

V1.2 Visual Inspection and Testing Quarters (2nd and 4th Quarters)

During these quarters, the Service Provider shall perform visual inspection and
operational testing to verify continued system readiness:

V1.2A Fire Alarm Control Panel (FACP)

e Visually inspect control panel, modules, and terminals for abnormalities.
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V.2

o Verify status indicators, displays, alarms, and fault signals.
e Perform manual activation and system testing.
¢ Troubleshoot and rectify detected faults.

V1.2B Backup Batteries

« Visually inspect batteries for leaks, swelling, corrosion, or loose connections.
¢ ~Check battery voltage and charging status.
o Test battery operation during simulated power interruption.

V1.2C Manual call point

» Visually inspect Manual call point for accessibility, cleanliness, and physical
condition.
e Conduct functional testing for proper signal transmission.

V1.2D Fire Alarm Bells / Horns / Strobes

» Visually inspect notification devices for obstruction or damage.
e Test audible and visual alarms for correct activation.

V1.2E Smoke and Beam Detectors
¢ Visually inspect detectors for dust buildup, obstruction, or damage.
¢ Perform functional testing and verify beam detector alighment status.

The Service Provider shall conduct a comprehensive inspection and identify all
defective or non-functional devices. When necessary, the Service Provider shall
recommend the replacement of such devices. The replacement and installation of
any defective device shall only proceed upon the verification and approval of SBMA
representative. The supply and installation of replacement devices shall be billed
separately from the quarterly preventive maintenance cost; however, the total cost
per device, inclusive of supply and installation, shall not exceed the maximum unit
rates indicated below.

UNIT COST INCLUDING
DEMICE INSTALLATION SERVICES (PHP)
SMOKE DETECTOR 6800.00
MANUAL CALL POINT 6500.00
FIRE ALARM BELL 3600.00
HORN 4300.00
12V BATTERY 3600.00

RESPONSIBILITIES OF THE SERVICE PROVIDER
VI.1 GENERAL



VI.1.1.

VI.1.2.

VI.1.3.

VI.1.4.

VIL1.5.

VI.1.6.

VIL1.7.

VI.1.8.

VI.1.9.

The SERVICE PROVIDER shall provide and guarantee the highest quality
of engineering work for the conduct of preventive maintenance activity
of Fire Detection and Alarm System at Subic Gym.

The SERVICE PROVIDER shall validate and check any conditions on site,
which may have an effect on the work and shall immediately notify
SBMA before commencing the works.

The SERVICE PROVIDER shall not interrupt any power system and/or any
electric service presently connected without the presence of SBMA
representative and if there will be any such interruption, they should
properly coordinate to SBMA representative and must be done with the
least possible time.

No work shall start unless the SERVICE PROVIDER is properly escorted
by the SBMA-assigned personnel.

In the event of damage of equipment during the delivery of services and
materials, either accidental or due to negligence of the SERVICE
PROVIDER, the company representatives or employees, SERVICE
PROVIDER is obliged to immediately replace, repair, or resolve the
issues as may be deemed appropriate by SBMA.

The SERVICE PROVIDER shall maintain a safe and clean job site
throughout the preventive maintenance activity. Upon completion, the
job site must be thoroughly cleaned with all debris picked up and
barricades removed, as well as cleaning of any office
equipment/furniture affected by the maintenance activity.

The SERVICE PROVIDER shall formally notify the authorized SBMA
representative in writing at least two (2) weeks prior to the proposed
maintenance activity. The notification shall indicate the preferred
schedule, including the specific date(s) and time(s) of the activity, as
well as the list of personnel and equipment/tools to be deployed for the
maintenance works.

The SERVICE PROVIDER shall provide all necessary test equipment,
tools, and materials required to perform the maintenance works.

The SERVICE PROVIDER shall provide remote technical assistance for the
Fire Detection and Alarm System (FDAS) throughout the contract
period. Such assistance shall include remote troubleshooting, system
diagnostics, configuration guidance, and technical consultation via
telephone, email, or online communication platforms, as necessary, to
address reported issues and support system operation. Remote
assistance shall be provided during regular working hours and, for
critical system concerns affecting safety, on an urgent -basis,” in
coordination with the authorized SBMA representative.



VI.2. PERSONNEL
VI.2.1. The SERVICE PROVIDER shall provide, at a minimum:

e One (1) FDAS Supervisor / Team Leader
e At least Two (2) FDAS Technicians

Note: Additional personnel may be deployed as necessary to ensure timely
completion of activities.

VI.2.2. The SERVICE PROVIDER shall ensure that all work is performed by their
trained and competent engineers and/or technicians, duly coordinated
with SBMA -assigned personnel.

VI.2.3. The SERVICE PROVIDER shall be distinctly recognizable while within the
premises. They shall wear uniforms with proper identification (SBMA ID
and Company ID).

V1.2.4. The SERVICE PROVIDER shall wear personal protective equipment and use
appropriate tools and equipment for the safe implementation of the
project.

VI.2.5. The SERVICE PROVIDER shall be solely liable and responsible for any harm,
damage, or injury that may be incurred or suffered by its own personnel
or any other person during the implementation of the project

VI.3. SUBMITTALS
VI.3.1. The SERVICE PROVIDER shall submit the following deliverables:

A. Quarterly Preventive Maintenance Report containing:

e Summary of activities performed

e Test results and system status

¢ Deficiencies noted and corrective actions taken

® Recommendations for repair or replacement, if any

B. Annual Preventive Maintenance Summary Report at the end of the
. contract period.

Note: All reports shall be submitted within three (3) working days after completion of
each quarterly maintenance activity.

VII. TECHNICAL SPECIFICATIONS

ITEM DESCRIPTION ABC
QUARTERLY PREVENTIVE MAINTENANCE FOR
1 - ONE YEAR PHP720,000.00 -
*See Section V for the detailed Scope of Work




VIIL.

DEFECTIVE DEVICE REPLACEMENT
(This shall be billed on top of the Quarterly
Preventive Maintenance cost, subject to
verification by the SBMA Representative of the
defective component during the conduct of the
PM activity. The cost shall not exceed the unit
price indicated in Section V — Scope of Works,
Item V.2.)

PHP 50,000.00

BIDDERS QUALIFICATION

VIIL1.

VIL.2.

VIL.3.

Vil4.

VIL5.

The SERVICE PROVIDER shall submit a valid Certification of Authorized Resellership
and/or Distributorship for any UL- or EN-compliant brand of Fire Detection and
Alarm System (FDAS).

The SERVICE PROVIDER shall submit Manufacturer’s/Distributor’s Training
Certificates for at least three (3) of its personnel for the specific FDAS brand being
offered.

The SERVICE PROVIDER shall submit the Curriculum Vitae of the nominated
personnel who will serve as the Overall PMS In-Charge, indicating relevant
experience in the preventive maintenance of Fire Detection and Alarm Systems
(FDAS) or any Electronics and Communication System.

The SERVICE PROVIDER shall submit a valid Professional Regulation Commission
(PRC) License (PECE or ECE) of the personnel identified under Item VII.3.

The SERVICE PROVIDER shall submit a duly notarized affidavit stating that the
personnel identified under Item VII.2 have been bona fide employees of the
SERVICE PROVIDER for at least one (1) year prior to the submission of bids.

TERMS OF PAYMENT

IX.1
IX.2

IX.3

IX.4

No advance payment.

Payment shall be made on a per-quarter basis. The cost per quarter shall be
computed by dividing the total Approved Budget for the Contract (ABC) by four (4)
quarters. Any adjustment in the number of PM cycles due to late award shall
correspondingly follow the same per-quarter rate.

Payment shall be made only after the completion of the Preventive Maintenance
activity and upon successful compliance with the required inspection, acceptance,
and approval procedures by SBMA, in accordance with existing government rules
and regulations.

Upon completion of the Preventive Maintenance (PM) activity, should defective
devices be identified that require replacement, the SBMA Representative shall
verify and confirm the necessity of such replacement. Replacement of defective
components/devices shall only be undertaken upon the approval of the SBMA
Representative. The cost of the replacement devices shall be billed on top of the
Quarterly Preventive Maintenance Cost, and payment shall only be processed



upon the completion of the replacement/installation and the successful conduct
of testing activities.

IX.5 Payment will be made by SBMA within the period as allowed in 12009 after the
SERVICE PROVIDER’s request for payment made in writing, accompanied by
invoice describing the goods/services delivered/performed and other
requirements stipulated in the contract.

PENALTY CLAUSE

Failure of the Supplier to perform scheduled quarterly maintenance, comply with remote
technical assistance requirements, or submit required reports within the prescribed
period shall subject the Supplier to penalties in accordance with the contract provisions
and applicable government procurement rules, without prejudice to other remedies
available to SBMA.



